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PO Box 201001
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Memoranduni1

To: Di~tribution

JFrom: C~rl S. Peil, P.E.

Prpconstruction Engineer

Date: Jure 24, 2003

Subject: Sri roach Guardrail Details

The Bridge Burbau has determined that the bridge rail should be revised to
accommodate ~he new approach sections wherever practical. Therefore, we request
that the project i Design Manager contact the Bridge Bureau as soon as possible for all
existing project, and prior to conducting the Preliminary Field Reviews for new projects
that will involve revisions to the bridge approach sections. These projects are typically
overlays or pav~ment preservation type projects.

If insufficient ti f is available for the Bridge Bureau to revise the bridge rail before a
proj,ect is !et to ontract, include a ~Ian detail of the old bridge app~oach section, which is
available In the ADD standards directory (see the attached e-maIl for the complete file
name ).

If you would likd additional information call Paul Ferry at 444-6244 or Lisa Durbin at 444-
0453. I
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Attachment

Distribution: ~.S. Peil,
.E. Williams,

J P. Kolman,

Preconstruction Engineer,
Road Design Engineer,

Bridge Engineer,
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MSU Design Supervisor,
Consultant Design Engineer,
Construction Engineer,
Traffic Engineer,
Great Falls District Administrator
Missoula District Administrator
Butte District Administrator
Billings District Administrator
Glendive District Administrator
Preconstruction Design Engineer

S t Keller,
.S Martin,

M. A. Wissinger
R. D. Morgan,
M. P. Johnson
L. E. Frazier,
J. Ebert,
B. A. Barrett,
R. E. Mengel,
P. Ferry
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However, there may be som~ projects over the next few months and in the future that will not accommodate the new
bridge approach section. This would primarily be the case with skewed structures. Since the center of the first post is
now only 195 mm (7-3/4") fr m the end of the barrier, instead of 546.25 mm (1'-9.5") with the old section, a conflict could
exist with the bridge wall. If t is is the case, include the old detail in the plans. The detail is available in the caddstd
directory, \caddstd\rdstd\OL _BR_APP _SECT.DGNfor full size plans, PP _OLD_BR_APP _SECT.DGN for pavement
preservation plans. .

Feel free to contact me at xO 53 with questions.

Thank you,
Lisa Durbin
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